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CONSTRUCTION DETAILS
. A. Install handhole. | : M. Install 3 in. polyvinyl chloride [Schedule 80] electrical
‘B: Install non-invasive probes (set of 3). , _ conduit - bored.
C. Use existing steel strain pole, instail 20 ft+. luminaire N. Install handhole on existing conduit run. @
arm and video detection equipment. _ 0. Remove existing handhole. -
D. Use existing mast arm» install video detection equipment. P. Cap and abandon existing conduit. z
E. Use existing handhole. Q. Installed by others. see Signing and Pavement Marking Plans. f
F. Use existing conduit. ‘ R. Detectable warning surface to be installed by others. _go_ |
G. Use existing steel pole. S. Adjust existing frame and cover to new grade. ‘%
H. Use existing span wire. , T. Existing to be relocated by others. o=
J. Use existing cabinet/controller. ' !! .
K. Abandon existing vehicle detector. and remove all associated ' !
! | o A * ‘ | VT - MD 665 WB
L. Video detection zone. | | ' | | . , \ Off-Ramp
- GEOMETRIC LEGEN/D ' ' | ' : " Reviston ‘D’ : REVISIONS APPROVALS / ' 3
: ;_4 NOTES | . - , | ' | MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
‘EXIS_TING GEOMETRICS 1. Geometrics shail be confirmed prior to the installation of signal equipment. All traffic signal foundations shall be installed at final sidewalk or \ . / ) Office Of Traffic & Safe)‘y R
PROPOSED GEOMETRICS , curb grade for closed sections, highest roadway profile grade for open sections to meet clearances as specified in MD 816.03, ~MD 818.01, MD 818.02,

MD 818.04. The contractor shall verify ultimate grades prior to the installation of all signal equipment.

] "“”\?‘ TRAFFIC ENGINEERING DESIGN DIVISION

. . . Me Install video detection equip. due to %
UTILITY LECEND ' 2. Loop detectors and conduits shall be installed prior to the installation of pavement markings. | s.ﬁ?ﬂmﬁg;?sﬁgggﬁ%wlﬂ;l;@i;gxz; S : (Troffic Signal Plan) :
6 6 GAS MAIN 3. All other pavement markings will either be installed as part of the Developer's project or are to be considered as existing. , ' ' ~ o8 / AR IR ASST. CHEF TRATFIGRRRCIEERING DESIGN DIVISION . : . : -
v " WATER MAIN 4. Revision ‘D’ is a revision to the traffic signal built in October, 1986 under S.H.A. Contract No.: AA309-503-572. ]}Am © Signalize B W 665 ram right Trn - Qy\ MD 665 (P@fUXBﬂf Boule Vard) at RIV& Road R
i : EEEE%?EIEABLES ‘5. Alt underground and overhead utilities shown on these plans are s_chema’ric and are not to be considered complete. The Contractor shali be G7W sﬁmxenﬁgf :BWIIEMS2 r@“\' | - :
o . STORM DRAIN responsible for notifying all utility companies prior o construction so that all utilities may be. located in the field. If the Contractor perceives that 4 p BWZ | smH | | maR | WHozl/os%o CHEF, TRAFFIC ENGINEERING DES OVMISION [ o e By JSL F.AP.NO. N/A . TS NO.
A A AERIAL CABLES a conflict between the utilities and the traffic signal equipment will occur, the Contractor shall notify the appropriate Project Engineer immediately. The Traffc Group, Jnc ;2?2‘;'5,,,292222,2" g&% hgg;.ngegg?%ms CHECKED BY: _JWH S.H.A NO. _AA 309-3503-572 2249-D SHEET NO.
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